








Technical Spec. A200 A400 A600 A850 A200(A) A400(A) A600(A) A850(A) A200(Sec) A400(Sec) 
  Capacity (Cubic Mtr) 0.18 0.36 0.54 0.75 0.18 0.36 0.54 0.75 0.18 0.36 
  Ave Capacity kgs 100 200 300 400 100 200 300 400 100 200 
  Shipping weight Kgs 630 920 1350 1850 880 1170 1600 2100 850 1090 
External Dimensions           
  Length (mm) 1070 1220 1520 1520 1070 1220 1520 1520 1070 1220 
  Width (mm) 660 910 910 1130 660 910 910 1130 660 910 
  Height Incl. Flue (mm) 2600 3300 4400 4400 3800 4100 5200 5200 3800 3900 
  Door Opening (cm) 46 x 51 56 x 74 66 x 76 53 x 69 46 x 51 56 x 74 66 x 76 53 x 69 46 x 51 56 x 74 
Fuel Consumption   (NB these consumption figures take into account the use of a temperature controller / thermostat being fitted)  
  LPG Gas Ltr / hr 6 7 9 10 6 7 9 10 7 8 
  Diesel Oil Ltr / hr 5 6 8 9 5 6 8 9 6 7 
  Natural Gas M3 4.1 4.8 6.2 6.8 4.1 4.8 6.2 6.8 4.8 5.5 
Operation           
  Min. Operating Temp. 900 900 900 900 900 900 900 900 900 900 
  Max. Operating Temp. 1350 1350 1350 1350 1350 1350 1350 1350 1350 1350 
  Secondary chamber No No No No YES YES YES YES YES YES 
  Residency Time  N/A N/A N/A N/A 2 secs 2 secs 2 secs 2 secs .5 sec .5 sec 
  Temp Monitoring Optional Optional Optional Optional YES YES YES YES Extra Extra 
  Thermostat Control Optional Optional Optional Optional YES YES YES YES Extra Extra 
  Constant Run fan YES YES YES YES YES YES YES YES YES YES 
  Burn Rate kgs / hr 35 45 45 48 35 45 45 48 35 45 

           

TECHNICAL SPECIFICATIONS 

Technical Spec. A600(Sec) A850
(Sec) 

B60 A1600 A1600(HF) A2600 A2600(HF) P16 P25 P25 M1 

  Capacity (Cubic Mtr) 0.54 0.75 0.13 1.18 1.18 1.92 1.92 0.47 0.65 0.65 
  Ave Capacity kgs 300 400 60 750 750 1200 1200 200 350 350 
  Shipping weight Kgs 1520 2050 600 3500 3500 5500 5500 1100 1800 2100 
External Dimensions           

  Length (mm) 1520 1520 750 3110 3110 3110 3110 2000 2300 2600 
  Width (mm) 910 1130 750 1800 1800 2150 2150 1220 1220 1500 
  Height Incl. Flue (mm) 5000 5000 2000 3300 3300 3300 3300 6120 7700 7700 
  Door Opening (mm) 66 x 76 53 x 69 55 x 35 77 x 200 77 x 200 100 x 200 100 x 200 61 x 71 61 x 71 61 x 71 
Fuel Consumption  (NB these consumption figures take into account the use of a temperature controller / thermostat being fitted)  
  LPG Gas Ltr / hr 10 12 4 10 12 10 12 8 12 13 
  Diesel Oil Ltr / hr 9 11 3 9 10 9 11 7 11 12 
  Natural Gas M3 6.8 8.2 2.7 6.8 8.2 6.8 8.2 4.8 8.2 8.9 
Operation           
  Min. Operating Temp. 900 900 600 900 900 900 900 900 900 900 
  Max. Operating Temp. 1350 1350 1350 1350 1350 1350 1350 1350 1350 1350 
  Secondary chamber YES YES YES YES YES YES YES YES YES Yes 
  Residency Time  .5 sec .5 sec 1 secs 2 secs 2 secs 2 secs 2 secs .5 sec .5 sec 1 sec 
  Temp Monitoring Optional Optional Optional YES YES YES YES YES YES YES 
  Thermostat Control Optional Optional Optional YES YES YES YES YES YES YES 
  Constant Run fan YES YES YES YES YES YES YES YES YES YES 
  Burn Rate kgs / hr 45 48 15 45 150 50 300 55-70 65-100 65-100 

           



Key Features At A Glance:  
 

• Virtually smoke and smell free  
• High temperature, refractory lining giving excellent heat retention.  
• Very quick heat up times  
• High burn rates of up to 300kg per hour  
• Easy installation and maintenance.  
• One year warranty  
• Full technical backup service  

INCINER8 have been at the forefront of incinerator technology for many years. 
Our dedicated team are committed to our customers in providing a first class service with 
their purchase. We are constantly evolving with our customers’ ever changing requirements. 
We are committed to our environment  and to the ever changing legislation in place around 
the world. 
Our worldwide dealership network are professional and experienced in incineration         
technology and are able to offer our customers first class after sales care and support. 

INCINER8 Limited 
Inciner8 House  
Balmoral Drive 
Southport PR9 8PZ, United Kingdom 
Tel: +441704 506506 
Fax: +441704 506666 
Email: info@inciner8.com 
Web: www.inciner8.com 

Dealer Stamp 

Choose INCINER8 for your partner in incineration. Our prestigious client base includes many ‘blue chip’ companies,              
governments, military, charities and many more. 
We are well known around the world as being ‘The trusted and dedicated incinerator company’. 
We are always happy to give FREE quotations or advice as per your requirements. 
Heat exchange systems will often necessitate a site visit to ensure correct costing in fitting systems into clients own 
hot water system. 


